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48th AIAA/ASME/ASCE/AHS/ASC Structures, Structural Dynamics, and Materials Conference, April 23-26 2007, Sheraton Waikiki, Honolulu, HI

Statistical Control Paradigm for Aerospace Structures
Under Impulsive Disturbances

Khanh D. Pham*and Lawrence M. Robertson'
Air Force Research Laboratory, Kirtland AFB, New Mexico, 87117, U.S.A.

In this paper the newly developed statistical control theory is revisited to autonomously
control the satellite attitude as well as to provide a means of actively attenuating impulsive
disturbances caused by servicing dock and space debris. Simulations are performed using
several docking and collision scenarios. The simulation results indicate that the existing
attitude control system with an innovative and robust statistical controller design shows
significant promise for use in attitude hold mode operation despite the presence of impulsive
disturbances.

Nomenclature

He  Angular momentum of the satellite about its center of mass measured in inertial frame {N}
Hy  Angular momentum of the wheel cluster

Jo  Satellite inertia

Jw Reaction wheel inertia

wS/N Angular velocity vector in fixed-body reference frame {S}
w"  Angular velocity of the reaction wheels
L Wheel orientation matrix

Tenrt  Absolute torque due to the thrusters

Tw  Absolute torque due to the reaction wheels
Terav Lorque due to the earth gravity gradient
Tmag lorque due to the earth magnetic field
Taero Lorque due to atmospheric drag

Terp  Lorque due to solar radiation pressure

I. Introduction

Recent work!™ reported at several American Control Conferences showed that the statistical control
design has been performing quite competitively with other modern control techniques. In the statistical
control formulation, a state-feedback controller is designed to minimize the objective function representing
a linear combination of finite cumulant indices of a finite horizon integral quadratic performance measure
associated to a linear stochastic system. A dynamic programming approach is used to obtain the optimal
control solution. This control algorithm is then applied to attenuate dynamical effects due to impulsive
disturbances. Motivations for this arise from the need to study control problems related to antennas on the
space station subject to impact from space debris and active damping of vibrations of flexible structures
caused by impact forces. The outline of the paper goes as follows. First, a brief modeling of satellite with
reaction wheels and thrusters will be given below. Then some stabilizing controllers minimizing the first
three cost cumulant indices from space disturbances to the controlled output are subsequently designed.
Finally, the results of simulation are presented along with some discussions.

* Aerospace Engineer, Space Vehicles Directorate, 3550 Aberdeen Ave SE, and AIAA Member.
tDynamics & Controls Program Manager, Space Vehicles Directorate, 3550 Aberdeen Ave SE, and ATAA Senior Member.
Copyright (© 2007 by the American Institute of Aeronautics and Astronautics, Inc. The U.S. Government has a royalty-free
license to exercise all rights under the copyright claimed herein for Governmental purposes. All other rights are reserved by the
copyright owner.
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II. Mathematical Model of Satellite with Reaction Wheels and Thrusters

This section gives the reader an overview of a simple mathematical model for center of mass steering and
attitude control of a Low-Earth-Orbiting (LEO) satellite whose detailed definition is given in Won.% This
model assumes that the largest disturbance is the gravity gradient torque while other space disturbances
are small and can thus be modeled as a stationary Wiener random process. Moreover the internal torques
generated by a cluster of four reaction wheels and three thrusters are for use in controlling the attitude of
the satellite. Then the angular momentum of the satellite with three thrusters and a cluster of four reaction
wheels becomes

He = Je&d™N + LT JywaW (1)

w

where Jy is the mass moments of inertia of the reaction wheels; " is the angular velocity of the wheels;

and L is the wheel orientation matrix

JY 0 0 0 cos asin 3 sinasin  cosf
0o J¥ o 0 —sinasinf  cosasinf  cosf
Jw = W ) L= . . . (2)
0 0 Js 0 —cosasinfl —sinasinf  cosf
0 0 0o J¥ sinasinff —cosasinf cosf

Furthermore, the transpose of the wheel orientation matrix L is denoted by

Li(1,1) Ly(1,2) Ly(1,3) Li(1,4)
LT - Lt ) Lt ) Lt ) Lt(274)
Li3,1) Li(3,2) Lo(3,3) Li(3,4)

with @ = 45 degrees and 8 = 54.74 degrees. By taking the inertial time derivative of (1), the nonlinear
satellite attitude dynamics can be described in terms of vector and matrix notations

JCQ;S/N + LTJWd)W + L:}S/N (JCwS/N + LTJWWW) = Tthrt T Tgrav + W, (3)

S/N

where the stationary Wiener process w and the cross product matrix @ are defined as

0 —Wws w2

~S/N &

A
W = Taero + Tmag + Tsrp » w w3 0 —Ww1

—Wo w1 0

Furthermore, the angular momentum of the wheel cluster Hyy and the absolute torque due to the reaction
wheels T are related by

HW =Tw, (4)
Hy = Jyw" + Jyw LSV | (5)

From the equation (5), it is possible to write
oW = Jptrw — LYY (6)
which results in
(Jc - LTJWL) WSIN = _GS/IN (JowS/N + LTJWwW) — LT 1w + Tnrt + Terav + W . (7)
Let Jo £ Jo — LT Jw L. The equations (6) and (7) can then be rewritten as follows
SN = — JHSIN (chS/N + LTJWWW) — I w4 T3 T+ TN Taray + 5 w0, (8)

oW = Tt rw + LIS (chS/N + LTJWwW) + LIS L vy — LIS oot — LI R gy — LIS w0

(9)
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Moreover, the orientation of the body-fixed reference frame S relative to the orbital reference frame O can
also be described by introducing the time dependence of quaternions ¢ = (q1,q2,¢3,q4)”. Note that the
orbital reference frame O = {0,;,0,,0.} is rotating about the O, axis with respect to the Newtonian
inertial reference frame N at the orbital rate wy. The axes of O are chosen such that the roll axis O, is in
the flight direction, the pitch axis O, is perpendicular to the orbital plane in the negative direction and the
yaw axis O, points from the satellite to the earth center. The benefits of using quaternions as opposed to
Euler angles include no inherent geometric singularity and suitability of onboard real-time computation. It
is shown from Wie'? that the kinematic differential equations for quaternions can be shown as follows

Q1 0wy —wy wyg T
G | _ 1] —w: 0 Wy wy @ | (10)
43 wy —wy 0  w, q3
Ga Wy —wy —w; 0 qa

where w%/0 = (W, Wy, w)T is the rotation rate of the body-fixed reference frame S with respect to the orbit
reference frame O, expressed in the body-fixed reference frame. Moreover, the direction cosine matrix, C'*/©
is needed for a coordinate transformation that maps the angular velocity from w®/© to w5/

WSIN = 810 4 OS/0O/N (11)

d-ad-a3+a 2+ aq) 2(q193 — q2q4)

CO =1 2Aqa—pa) B-GF-B+E et aw) |- (12)
2(q193 + q2qa) 2(02q3 — 1) BG-GB +qG
Thus, when
0
WwON = | o | (13)
0

is the inertial rotation rate of the orbital reference frame with respect to the inertial frame, the w,, w,, and
w, in (10) can be replaced according to the following equations

wy = w1 + 2wo(q1q2 + q3q4) , (14)
wy =wa +wo(qs — a7 — 43 +q3) (15)
wy = w3 + 2wo(g2q3 — q1q4) - (16)

The gravity gradient torque about the satellite’s mass center is given by Wie'C
Teravity = 3w§62 X Jc(jz , (17)

where the vector O,, represents the projection of the orbit radius vector onto the body-fixed reference frame,

S

0. =0 +C5%% +C5/%s. (18)
Thus, the equation (17) becomes
0o -cy° cl° Ji 0 0 e
Tgravity — 3&)(2) C:féoo 2 o —Ciss/o 0 JQQ 0 C%/Z ;
—cgl? oyl 0 0 0 Jss || Cyf
0 —~(3 —di — a3 +ai)  2(a2q3 + q194)
2
=3wy | (63 —af — a3 +4d3) 0 —2(q193 — q294)
—2(q2q3 + q1q4) 2(q143 — q294) 0
J11 0 0 Q(Q1qg - Q2CI4)
0 Jao 0 2(q293 + q194) . (19)
0 0 Js (63— 4 — &5 +dd)
3 of 17
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Finally the the rotational motions of the satellite with three rotational degrees of freedom can be described
by the kinematic differential equations

. 1

Q= 3 (W1qs — woq3 + w3q2 + woqs3) , (20)

. 1

@2=5 (w1g3 + waqs — waq1 + woqa) , (21)

. 1

s =5 (—w1g2 + wa2q1 + w3qs — woq1) , (22)

. 1

Q=5 (—w1q1 — wag2 — w3q3 — Woq2) , (23)
JawSN = —gS/IN (chS/N + LTJWwW) — LTTw + Temet + Tarav + 0, (24)

o = LIRS (JowN 4 LT aww™ ) + (LIZLT + Jt) rw = L5 T = LIS Tran = L5 w0
(25)

which can be further rewritten compactly using the mapping f : R x R7 x R+ R!! whose rule of action
is given by

== f(z,u,t) + v, t € [to,tr] (26)

wherein the state variable, € R!!; control variable constrained to some compact set, u € R”; and combined
torque disturbances, v € R? are defined by

I Z1 1 [ q1 1
To e o )
x3 qs3 Uy Tw (1)
Ty qa Ug Tw(2)
I5 w1 us Tw(?)) 04><3
rT=| x4 2 Wy , u=| u | 2 w(4) , v=Gw= ng w,
x7 w3 us Tenre (1) —LJ*
g w}/V Ug Tenre (2)
Tg wiV | ur | | Tenrt(3)
Z10 wgV
L2z ] L wy

and to and t; are the beginning and ending mission lifetimes. Since the high fidelity nonlinear model in
(20)-(25) is too complicated for use in control design. It is necessary to develop a simpler linearized model
which can approximate the system over a wide range of conditions. The following linearized model assumes
a circular orbit, and linearization is performed about the equilibrium nadir-pointing attitude. Clearly, it is
easy to see that there exist two trivial equilibrium points (*, u*) for the deterministic system & = f(z,u,t)

Tt = (070a0a 1707 _w0a0a0507070)a rt = (Oa0707 _1a0a _w0507070a070) )
u* = (0,0,0,0,0,0,0) u* = (0,0,0,0,0,0,0)
such that
flz*u*,t) =0, t € [to,ty] -

Once the satellite is in orbit, the satellite is controlled to keep its pointing direction about a pre-computed
orientation. In this case, a reference orientation is defined as a state x* in which the deviation of orientation
is preferably zero under a steady state condition. The control objective is to regulate the orientation of
the satellite about these desired orientations. The satellite’s tracking of itself to the prescribed orientation
is equivalent to the expression x — z* being zero. This indicates that linearization of (26) about some
reference orientation can be useful for studying the effect of perturbation away from the desired orientation
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and remains accurate for sizable changes in the satellite’s angular velocity. Reaction wheels and electric
thrusters can be used to actively drive observed perturbations back to zero. The expansion of the right-hand
side of the equation (26) in a first-order Taylor series expansion in terms of small perturbations proceeds
with

or=x—1%,

ou=u—u*,

where the reference orientation and the nominal control input are

Ty

T3

x5 [ ]

Ty 3

5 (0
= zy |, ut = |

7 ug

g ug

T L u7

T

L xﬁ |

The linearization of (20)-(25) about the reference orientation yields
d&(t) = A(x™(t), u™(t))0x(t) + B(x™(t), u" (t))ou(t) + v(t), dz(to) = o , (27)

where matrix coefficients A(+,-), and B(-,-) are given by

5f AI1:4LE1;4 Al‘l:4ws:7 AJJ1:4$8:11
A(.T* (t)v U*(t)> = 3793 = AI5:711:4 Als:7935:7 A$5;7w8;11 ) (28)
(z=,u) L Aw8;11w1;4 A:vs;uwsﬁ Aws;niﬂ&n
Gf B$1:4U1:4 B$1:4u5:7
B(‘r* (t)’ U*(t)) = aiu = B$5;7’U«1;4 B$5:7’U«5:7 (29)
(= ,u”) B938:11u1;4 B178:11u5:7
where
0 0 wy 0 1.0 0 0000
0 0 0 0 0 2 0 0000
A$1:4x1:4 = —wo 0 0 0 5 A$1:4x5;7 = 0 (2) % ) AJL’1:4$8:11 = 00 0 0 ’
0 0 0 O 0 0 O 0 0 0O
6&)8(J33 — J22) 0 0 0
Am517m1;4 = (JC - LTJWL)71 0 6(*)(%(]33 - Jll) 0 0 3
0 0 0 0
0 0 —wo(J2z — J33)
AI5;7$5:7 = (JC - LTJWL)_l 0 0 0 s
—wo(J11 —J22) 0 0

w()Lt (3, ].)J}q/ (.U(]Lt(?), 2);];42/ wOLt (3, 3);]%/}:)/ W()Lt (3, 4)JXZ
A$5:7$s:11 - (JC - LTJWL>71 0 0 0 0 s
7W0Lt(1,1)Jﬂ/ 7W0Lt(1,2)J5/‘2/ 7W0Lt(1,3)<]3"/g 7W0Lt(1,4)JX4V
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Avgrara = ~LAvsrary s Avgnizsr = —LAvsruen s Avganazsas = —LAagrzsa
00 00 00 0
00 00 00 0
Baygou,n = —(Jo — LT JwL) ' LT Baorus, = (Jo — LT JwL)™
Bigiiurs = L(Jo — LY Jw L)' LT + T3t Bugoius, = —L(Jo — LT Jw L)~

III. Model of Satellite In Events of Servicing Dock and Debris Impacts

Next, the conservation of angular momentum is utilized in the event of docking and space debris impacts.
The assumptions made herein include not limited to the case where a servicing satellite that is slowly
attaching to the satellite, or the case where high speed debris is embedded in a perfectly inelastic collision.
Thus, the angular momentum immediately before and after the impact event must match

= [ﬁSat + ﬁDocking/Debris . (30)

[HSat + HDocking/Debris
Post—Impact

Pre—Impact

It is well to note that the angular momentum of the satellite before and after the impact are

HSat|PTeflm act — 07
P
7 _ =S/N
HSat|P0st—Impact - JSatJrDocking/Debrisw / )
and the angular momentum of either a servicing satellite or space debris is given by
HDock:ing/Debris|P7‘e—Impact = T'Docking/Debris X MDocking/DebrisVDocking/Debris

HDocking/Debris‘Post—Impact =0,

wherein 7pocking/Debris 15 the position vector from the satellite’s center of mass to the point of impact
and M pocking/DebrisUDocking/Debris 15 the linear momentum of either a servicing satellite or space debris.
Therefore, the equality (30) can be readily reduced to

L - _ ~S/N
TDocking/Debris X M Docking/DebrisVDocking/Debris — JSat+Docking/Debrisw / ) (31)

provided Jsai4Docking/Debris = Jc + AJco is the combined moment of inertia of the satellite, servicing
satellite or space debris. Resolving "pocking/Debris a0d Upocking/ Debris into the body-fixed reference frame S

TDocking/Debris = 181 + r282 + 1383,
UDocking/Debris = V181 + V282 + 1383,
yields the angular velocities of the satellite in the event of either docking or collision

T2U3 — T'3V2

W1 = Mpocking/Debris Ji ’ (32)
Sat+Docking/Debris
r1V3 — Tr3vy
W2 = Mpocking/Debris J22 ) (33)
Sat+Docking/Debris
12 — 1201
W3 = Mpocking/Debris Jdg . (34)
Sat+Docking/Debris

From the equation (31), it is observed that a soft docking would be possible if the servicing satellite had
small mass, docked slowly and was close to the center of mass of the satellite. For simplicity, impact forces
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caused by either the docking event or space debris are modeled as finite duration events and it is further
fruitful to assume that each impact duration is very short and is denoted as t; 1 —t; = h;. Thus, the impact
can be treated as an impulsive event and the impact force wq(t;)0(t —t;) generated by the i** impact and the
resulting angular velocity of the satellite w; (¢;), wa(t;), and ws(t;) caused by the it" impact force is defined
as

Tg(t 3(t' —Tg(t' ’Ug(t'

wl(ti> = mDocking/Desz(ti) Jl]_ ) l) Z) tZ) s
Sat+Sermczng/Debms( Z)
r1(ti)vs(ti) — ra(ti)vi (L)

w2(ti) = mDocking/Debris(ti) J2 & L tz s
SatJrSermczng/Debms( Z)

r1(ti)va(ti) — ra(ti)vi (L)

w3(t) mDockzng/Debms(t ) J3 : : t‘Z s
Sat—i—Servzczng/Debrzs( z)

and the resultant change of the quaternions q;(t;), g2(t;), g3(t;), and q4(¢;) are obtained via the kinematic
equations (10). It is worth noting that the effect of impulsive disturbances causes possible jumps of state
variables. The state space realization of the satellite in the event of the docking or space debris impacts is
therefore a hybrid system which contains both continuous-time and discrete-time components and can be
expressed as follows,

6i(t) = A(t)ox(t) + B(t)ou(t) + G )+ Z Eq(t; Vot —t;),  dx(to) = o, (35)

where 0(¢) is the Dirac Delta function; the impulsive disturbances wq(t;) € ZQ([tO, ts],R3) the Hilbert space
of square-summable R3-valued sequences with the norm defined by deHlQ Dotie| lto,t] Wd T(t)wq(t;); the
states dx(t) € L% (€;C([to, tg];R™)) the subset of Hilbert space of R'!-valued square-integrable process
on [to,ty] that are adapted to the o-field F; generated by w(t) with the norm defined by [|6z[|7 £

E{f;f &ET(T)&E(T)dT} < oo; and the control input du(t) € L%, (C([to,ts];RT)) the subset of Hilbert
space of R”-valued square integrable process on [to, t f] that are adapted to the o-field F; generated by w(t)
with the norm defined by [|6u|l?, & E {ftf Sul )dT} < 00. The impact instants ¢; € [to,tf]. No-

tice that continuous-time bounded coefficients A( ), ( ), and G(t) are defined as before with appropriate
dimensions whereas the discrete-time matrix coefficient E4(t;) is given by

Eq(t;) =

O O OO O o+ oo o o
O O O O O O O o o O
O O OO+ O O O o o o

—

w

D

~

It is also interesting to represent the hybrid system (35) in the form of

Si(t) = A(t)dz(t) + B(t)ou(t) + G)w(t),  t#£t;, bx(t) =0, (37)
Sx(tt) = dx(t) + Eq(ti)wa(t:) t=t;, i=12,..., (38)

where §x(t]) are the values of state dynamics immediately after the impulses, and the time limit ¢+ is defined
as lim._o(t; + €) for e € R*. It is important to note that the state variables dz(¢) are right continuous and
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may be left discontinuous due to the discrete time jumps. The continuous and discrete system parts described
by (37)-(38) are rewritten as

Ge: { 6i(t) = A()oa(t) + B()su(t) + G(tyw(t), t#t;, dalto)= a0, (39)
Ga'+ { 6a(t%) = da(t) + Batwa(ts), i=12..., (40)

As depicted in Figure 1, a reference orientation is fed into the satellite controller subsystem which then
calculates the wheel and thruster commands based on the target orientation and the current orientation.
Consequently, it results in a change in reaction wheel angular accelerations and thruster torques and thus
the satellite motion is altered. The motion is sensed in the body frame of reference and is changed into an
inertial frame by the kinematic equations.

Command /_I_\ Satellite satellite Response
Controller Dynamics
Kinematic G
» yro
Inertial Orientation Equations Body Rates

Figure 1. Satellite Functional Block Diagram

IV. Statistical Control Development

As the satellite is launched into an intended orbit, it never remains in the ideal orientation. In addition
to servicing dock and space debris impacts, the external forces present in space created by J2, solar radiation
pressure, and aerodynamic torques cause perturbations to this ideal orientation. Thus, the linear time-
varying system with finite discrete jumps can now be rewritten

Go: { da(t) = (AD)2(t) + B)u(h) dt + Ct)dw(t), t#t;, a(to) =0, (41)
gd : { xd(t+) :xd(t)+Ed(tl)wd(tl)7 t=t;, i= 1723"' ) (42)

where A € C([to,ts]; R™*™), B € C([to,ts]; R"*™), G € C([to,ts]; R"*P) and the system noise w(t) € RP
representing all external forces in space other than space debris collisions and servicing docking, is a stationary
Wiener process with correlation of increments E {[w(t) — w(o)][w(t) — w(0)]T} = Wt — o|. Also, assume
the initial state z(tg) = xo is known. For a given (¢, o), associate with the nominal system (41) a finite
time integral quadratic form (IQF) random cost J : C([to,t]; R™) — R* such that

J(u) = 27 (t1)Qa(ty) + / " T ()Q()(r) + uT (1) R(r)u(r)] dr (43)

where Qf € R™*", Q € C([to, t¢]; R"*™) and R € C([to, t¢]; R™*™) are symmetric and positive semidefinite
with R(t) invertible.

As observed by Liberty,” all cuamulants of any IQF cost in the system state of linear dynamical systems
are quadratic affine in the initial state. In the case of state measurement, it is thus fruitful to assume the
control input u(t) to be a linear time-varying feedback law given by

u(t) = K(t)a(t),  t€ [toty] (44)

in which K € C([to, ts]; R™*") is an admissible feedback gain whose definition will be clear shortly.
For a given initial condition (¢, () and an admissible gain K, the k" cost cumulant of random cost .J
with fixed k € Z1 is given by Liberty” by

ki (to, vo; K) = xf H(to, k)0 + D(to, k), (45)
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where cumulant-building variables H(a, k) and D(«, k) evaluated at a = ¢y are satisfying the differential
equations (suppressing time argument of matrix coefficients)

diH(a, 1)=—(A+BK)"H(a,1) — H(a,1)(A+ BK) — K'RK — Q, (46)
d‘iH(a, i) = —(A+ BK)"H(a,i) — H(a,i)(A+ BK) — Zi:j!(i?i!jﬂH(a,j)GWGTH(a,i —7), (47
diD(a,i) =-Tr{H(a,i)GWG"} , 1<i<k, (48)

with the terminal conditions H(ty,1) = Q, H(ty,i) =0 for 2 < i <k, and D(ty,i) =0for 1 <i <k.
Now it is convenient to denote the right members of the equations (46)-(48) by the symmetric mappings

Fila,H,K) = —(A+ BK)'H(a,1) — H(a, 1)(A+ BK) — KT'RK — Q,
i—1
Fila,H,K) = —(A+ BK)"H(a,i) — H(a,i)(A+ BK) = >

j=1

2! . oo

Gi(o,H) = —Tr {H(a,i)GWGT} , 1<i<k,
with k-tuple matrix variables

H(a) = (H(a,1),...,H(a, k),
D(a) = (D(a,1),...,D(a, k))

Thus, the product system of (46)-(48) is written as follows

%H(a) = FloyH,K), Hlt;) ="M,
%D(a) = G(a,H), D(ty)=Dy,

where H; = (Qy,0,...,0) and Dy = (0, ...,0). Next denote explicitly the dependence of H(«) and D(«) on
the admissible control gain K by H(«a, K) and D(«a, K). Hence, the performance index in the kCC control
problem follows.

Definition 1 (Performance Index)
Fiz a k € ZT and a sequence p = {p; > 0}F_; with py > 0. With (to, o) given, the performance index of
the state feedback kCC control problem is defined by

k
o (to, H(to, K), D(to, K)) = > pari(to, z0; K)
=1

k k
=g Y wiHilto, K)zo + Y iDi(to, K) (49)
=1 =1

where the real constants p; give parametric control freedom.
The class IC,, of admissible feedback gains is then defined.

Definition 2 (Admissible Feedback Gains)

Let the compact subset K C R™ ™ be the allowable set of gain values. For a given k € Zt and a sequence
w={u; >0}, with uy > 0, let K, be the class of C([to,ts]; R™*™) with values K(-) € K for which there
exist solutions to the dynamic equations of motion

L H(0) = Flo, M), K(a)), Hlts) =My (50)
L D(a) = Gla, H(0)), Dty) =Dy (1)
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The kCC control optimization problem is now stated.

Definition 3 (Optimization Problem)
Suppose both k € Z* and the sequence = {p; > 0}*_ with py > 0 are fived. Then the finite horizon state
feedback kCC control optimization may be defined by

P o (to, H(to, K), D(to, K)) , (52)
subject to the dynamic equations of motion, for all o € T,
d
@H(O‘) = f(Oé, H(Ot), K(Oé)) ’ H(tf) = Hf ) (53)
d
2o Ple) =G(a, H(a), D(ty) =Ds. (54)

This “Mayer form” optimization problem can be solved by applying an adaptation of the HJIB equation and
verification theorem of dynamic programming given in Fleming and Rishel.® Readers who are interested in
seeing the detailed adaptation and associated proofs should refer to the reference.’

Theorem 1 (HJB Equation)
If there exists an optimal control gain K* € KC,,, then the partial differential equation of dynamic programming

min {8V(6, V., Z)+ Ve, Y, Z)vec(F(e, Y, K)) +

Ker | O¢ dvec(Y) V(&yvz)WC(Q(e,y))}:O. (55)

dvec(Z)

is satisfied. Here V(-,-,-) is the value function.
The verification theorem stated in the notation used here is

Theorem 2 (Verification Theorem,)
Fiz a k € Z* and the sequence pu = {u; > O}, with yy > 0. Also, let the candidate value function
W(e, Y, Z) be a continuously differentiable solution of the HJB equation (55) which satisfies the boundary
condition

W(to, Ho, Do) = ¢o (to, Ho, Do) - (56)
Let K € K, be any admissible control gain and let H(-) and D(-) be the corresponding solutions of the
equations of motion (53)-(54). Then W(o, H(a), D()) is a non-increasing function of a. If K* € ), is a
control gain with corresponding solution, H*(-) and D*(-) of the equations (53)-(54) such that for a € [to, ty]

8 * * 8 * * * *
&W(a,H (), D*(ax)) + 8UTO))VV(Q,H (o), D" (a))vee(F(a, H* (o), K*(x)))
a * * * _
+ WW(@,H (a), D*(a))vec(G(a, H*(a))) =0, (57)
then K* is an optimal control gain in K, and
W(e, YV, 2)=V(, Y, 2). (58)

where V(e, Y, Z) is the value function.

For any € € [to,ts], the cumulant-generating states of the product system (53)-(54) defined on the interval
[to, €] have terminal values denoted by H(e) = Y and D(e) = Z. Observe that the performance index (49) is
quadratic affine in terms of arbitrarily fixed zp, a hypothesis solution to the HJB equation (55) has the form

k k
WV, Z) =l Z (Vi + Ei(€))wo + Z 1i(Z; + Ti(€))

where &; € C([to,tf]; R"*"™) and 7; € C([to,ts]; R) are unknown functions of time. Placing this guess into
(55) yields

k k k k
. d d
min {xOT g ,uid—gé'i(a)xo + E uid—eﬂ(s) +ad E wiFi(e, YV, K)xg + E ,uigi(g,y)} =0. (59)
i=1 i=1 i=1

KeK i=1
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Differentiating the bracket expression in (59) with respect to K yields the necessary condition for an ex-
tremum of the performance index (49) on [to, tf],

k
K(&,y) = _R_l(E)BT(‘g)Zﬂryr, (60)
r=1

where i, = p;/p1 and py > 0. Applying the feedback gain (60) along the solution trajectories of (53)-(54)
yields

k
ding (6) = —A"(e)Hi(e) — Ha(e)A(e) — Q(e) + Ha(e)B(e)R™ ()BT (¢) Y _ fisHa(e)
k k k
£ A OBER BT M) — S A& BRI OBTE) Y iaHa(e),  (61)
k
d%HZ(E) = —AT(e)H;(e) — Hi(e)A(e) + Hi(e)B(e)R™ () BT (¢) Sz:;ﬂs?-(s(s)
k i—1 .
+ A EBOR OB ()~ 3 i HECEWE @) (62
r=1 j=1"7"
LDi(e) = ~Tr {H(2)GEWET ()} (63)

Replacing (60) into the bracket of (59) yields the minimum

:EO Zﬂz JFAT Zﬂl i Jrzluz i +N1Q()

k
— > H(e)Be)R™()B" (¢) Z piHi(e) — Z piHi(e)B(e)R™ (e) B ()

r=1 i=1

‘-
E:>

-1

k k
t Zﬁr'HT(e)B(g)Ril(E)BT(S)Zﬁs +ZN%Z

z —J) Hj(E)G(g)WGT(e)HFJ’(g) Zo

+ Z ul ) + Z wiTr {H()GE)WGT(e)} . (64)

Having examined (64), & () and 7;(-) are chosen to satisfy the differential equations

k
d%&(f) = AT(e)H1(e) + Hi(e)Ale) + Q(e) — Ha(e) B(e)R ()BT (e) D sHs(e)
k k k
=Y H()BER ()BT (e)Ha(e) + Y Hi(e)B)R™ ()B (6) Y fisHale) (65)
k
L6(e) = ATEM() + Hl)A() — M) BER™ ()BT () 3 M)
s=1
k i1 .
= SR OBERT OB M) + 3 s W W ET () (66)
r=1 Jj=1 ’
dilgﬂ(e) =Tr {Hi(e)G(e)WG" (e)}, 1<i<k. (67)
At the boundary condition (56), one has
k k k
Z,uz Hio + Ei(to)) CCo-f—ZMz Dio + Ti(to)) = Z Hioxo+ Y 1iDio
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Thus, the initial conditions are found to be &;(t9) = 0 and Z;(t9) = 0 for 1 < i < k. Enforcing the initial
conditions and comparing (61)-(63) to (65)-(67) uniquely specify

&i(e) = Hi(to) —Hi(e),  Ti(e) = Di(to) — Di(e),

for any € € [to,tf] and yields the value function

M;r

W(to, H(to)a D(to)) =

tO xO""Z,u/z

=1

which satisfies the sufficient condition (57) of Theorem 2.

Theorem 3 (Finite Horizon kCC Control Solution}
Suppose k € Z+ and the sequence p = {u; > 0YF_, with uy > 0 are fized. Then the optimal state feedback
gain K* that minimizes the performance index ¢g (to, H(to, K), D(to, K)) is given by

k
K*(a) = —R_l(a)BT(a) ZﬁTH*(a,r), a € [to,ty] (68)

where the scalar, real constants [, = p;/p1 represent parametric degrees of design freedom and solutions
H(-,r) satisfy the backward-in-time matriz differential equations

diH*(a 1) = —[A(e) + B(e) K" ()] "H* (v, 1) — H* (e, 1)[A() + B(o) K* ()]
— Q(a) = K™ () R(a) K™ (o), (69)
d

T H () = =[A(Q) + B(a)K™ ()" H* (e, 1) = H' (o, 7)[A(@) + B() K™ ()]

|
-2 %H*(avs)G(a)WGT(a)H*(a,r -s), 2<r<k (70)
with H*(ty,1) = Q5 and H*(ty,r) =0 for 2 <r <k.

V. Simulation Results

This section contains several numerical simulations for the statistical controllers described in the previous
section. The low earth orbiting satellite is sun-synchronous remote sensing satellite with an inclination of
98.13 degrees, an altitude of 685 km and a total weight of 509 kg. It is assumed that the angular rate and
the reaction wheel speeds are available from the rate gyro and the reaction wheel tachometers, respectively.
The orbital rate, wg is 0.0010636 rad/s, the total moment of inertia for the spacecraft body is

294.62 0 0
Jo = 0 129.56 0 kgm? .
0 0 209.76

This data shows that the x-axis moment of inertia is the largest, followed by that about the z-axis. The
moment of inertia about the y-axis is the smallest. Hence for gravity gradient stability, the principal x-axis
of the body should be aligned with the orbit normal (pitch), the z-axis should be aligned with the velocity
vector, and the y-axis should be the yaw axis. The body axes and the principal axes are assumed to align
with each other as the products of inertia are negligible. The moment of inertia of the reaction wheels is

100 0
0100 )

Jw = 0.01044 kgm?,

W o010/l
000 1
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and the parameters for the wheel orientation matrix, L are given as a = 45 degrees, 0 = 54.74 degrees.
Furthermore, the controller design parameters are selected as follows

Q=10 Ti1x11, R=100-Irgr, W =0.0045 I3y5.

Having been introduced in Section III, the statistical control design equations (69)-(70), of course, are nonlin-
ear, and so represent an interesting study in themselves. In order to assess the trends of performance offered
by the use of second and third cost cumulants, it was chosen in the present instance as an approximation
approach to the application of the equations (69)-(70). The time-invariant statistical controller has the form

K =—R'BT [Hy 4 poHy + psHs) ,

where H,, Hs, and Hj3 are solutions to coupled algebraic Riccati-type matrix equations, understood as
successive approximations to the original equations (69)-(70) for large t¢

0=A"H, + HHA+Q — H,BR'B"H, 4+ y2H,BR 'BT H,

+ popsHyBR™' BT H3 + pops Hs BR™' BT Hy + p3 H3BR™' BT H
0=A"Hy 4+ HyA — 23 Hy BR™'BTH, — H,BR"'BTH, — HiBR 'BTH,

— psHsBR™'BTHy — usHsBR™*BT Hy + AH,GWGT H,
0=ATHs; + H3A — 2u3s HsBR *BTH; — HsBR 'BTH, — H{BR 'BT H;4

— poH3sBR™'BTHy — g Ho BR™'BTHs + 6H\GWGT Hy + 6 H,GWGT H, .

The design of a statistical controller using first three cost cumulants was carried out for the attitude hold
mode when p; = 1.0, po = 2.0, and ps = 0.15. Figure 2 illustrates the closed-loop dynamical behavior of the
satellite Euler angles, angular rates and wheel speeds with respect to time. From initial values as indicated
in Figure 2, the satellite transient responses went to zero within one sixth of the orbital period. Thus,
the statistical control method performed satisfactorily at the attitude hold operation. Figure 3 shows the
control action from both reaction wheel cluster and thrusters. It was noted that the action of the statistical
controller was large at the start and settled down to zero very fast.

In order to evaluate the attitude hold performance of the satellite against space debris impact and
servicing dock, some numerical simulations were performed. Figure 4 depicts the effects of two space debris
collisions, one with a mass of 0.5 kg and an impact speed of 750 m/s and the other with a mass of 0.3 kg
and an impact speed of 800 m/s on the Euler angles, angular rates and wheel speeds of the satellite. The
alterations in the satellite pointing angles and angular rates were successfully corrected by statistical control
activities via reaction wheels and thrusters as can be seen in Figure 5. And the statistical controller achieved
finite-time stabilization.

Finally, a computer-aided software package has been developed to provide a complete statistical descrip-
tion of (43) associated with the Gauss-Markov linear dynamical process (41) in the form of a plot of the
probability density function. The software toolbox helps increase the depth of understanding and utility of
the statistical control theory in terms of how these statistical controllers affect the overall shape of cost den-
sities after control selection stages are taken place. As illustrated from Figure 8, the shape of the cost density
(43) becomes more symmetric as the skewness weighting s increases to achieve better system performance.

VI. Conclusions

This paper has addressed the application question by applying the statistical control theory to the
response control of aerospace structures under stochastic and impulsive disturbances. Although the statistical
control method is the new kid on the block, the present results indicate in a most encouraging way that
multiple cost cumulants can be effectively utilized to achieve desirable closed-loop system performance. It
is hoped that these early results serve as a further stimulus for this very interesting approach.
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